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FRODUCT NaME OR NUMBER: MOLYKOTE(R) Z FOWDER

MANUFACTURERS NaAME: DOW CORNING CORFORATION
ADDRESS : SOUTH SAGINAW ROAD, MIDLAND MI 48440

FROFER SHIPFING NAME(49 CFR 172.101): NONE

D.O.T. HAZARD NAME(4? CFR 172.101) :NONE

D.OLT. ID NOG4? CFR 72,1010 M.A.

D.O.T. HAZARD CLASS (4% CFR 172.401): NONE

RCKA HAZARD CLASI®{40 CFR 2610 NONE

E.F.a. PRIORITY POLLUTANTS (40 CFR 122.533): HMOLYEDENUM
HEALTH (NFFAY: 1 FLAMABILITY (NFFA): O REACTIVITY (NFFa): ©
CAS. NO.: 1317-33-5 DUWC: 82
GENERIC DESCRIPTION: MOLYBDENUM DISULFIDE
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SECTION IT HAZARDOUS INGREDIENTS

waon +400 441s sra suse oeee eves FOUS $a8S Aese Sues 0Ms Sees acse Gemn Sere Sred nies Seeh S0ee S4AS SORS RSP SVIa SHOS FEPH 9000 Seee SewO Besh S4as Seek Sres $BMe SES SHs Sebe UvS 450 Srie sebe Seee SiSe $005 ise WHGS Sere Gesk FRes FUSe G000 I6%e S04 BON SHsE Pees U TANS ems SPSS S906 Sact A4 KOSh S04 GRS S0 SeSS S50 Se0e SHEC NEe Sese ees e mese
"

None present we TV funitsd:
A TLY (unitsy:

«acs vee vent Svus vens Gvs0 aves sean sueh seEn TP Deow Sheb sons Sevr FOUE SHHS SINE S4GH SSE GEse SEOE FORS FORS MR S4BT TNE Sexs Gabs T6H SIS 608 4SS SHWH T4 SOAS IR ASGe CLOS seve OS G400 S4ES GASe S40m SA0E SELE 448D S0ot Shes TEGE S0SN SOUS SORS GRSS TENG NEGe S9OR SOTS SRS FINM EAE SEND GESL Ge08 4RSS TNON SRS BMS SEES 404 Sis Swie Soau sesm srer

SECTION III  HEALTH HAZARD DATA HEGLTH (NFFAY 1

EFFECTS OF OVEREXFOSURE: #MaY IRRITATE EYES.
THRESHOLD LIMIT VALUE OF FRODUCT: 10 MG/M3

EMERGENCY AND FIRST AID FROCEDURES: FLUSH WITH WATER.

TTUSECTION IV FIRE AND EXFLOSION HAZARD DATA  FLAMMARILITY (NFFA) o

FLASH FOINT iMethod Used): Open Cup - None

FLAMMABLE LIMITS IN AR, % BY VOLUME: Lower: Mot aprlicable
Upper: Not applicable

FXTINGUISHING MEDIA: Not applicable

SFECIAL FIRF FIGHTING PROCEDURES: Not applicabrle

UNLSUAL FIRE AND EXFLOSTON HAZARDY: Not applicable

QCCUPATIONAL
SAFETY

(R) INDICATES REGISTERED OR TRADEMARK NAME OF DOW CORNIMNG CORPORATION
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" DOW CORNING CORPORATION
- MATERTAL SaAFETY DATA SHEET

NAME OR NUMERER: MOLYKOTE(R) Z FOWDER
SECTION ¥ PHYSICAL DaATA
BOILING POINT: Not applicable B
SPECIFIC GRAVITY: 4.8
MELTING FOINT: Not applicable
VAFOR FRESSURE: Not applicable
VAFPOR DENSITY (AIR=1): Not applicable
FERCENT VOLATILE BY VOLUME (%): Not applicable
EVAFORATION RATE {(ether =1): Less than 1
SOLUBILITY IN WATER (%): Less than 9.1%
Fl.ASH FPOINT (method used): Open Cup - none
ODOR, APPEARANCE, COLOR: Very lLittle odor, powder, some colov.
SECTION VI REACTIVITY DaTa REACTIVITY (NFPA)Y O

STARILITY: STaABRLE ,

CONDITIONS TO aAaVvVOID: NOT AFRPLICABLE
INCOMPATARILITY (MATERIALS TO AVQOID): NONE KHNOWN.
HAZARDOUS DECOMPOSITION PRODUCTS: SULFUR FRODUCTS, MOLYEDENUM OXIDE.
HAZARDOUS FOLYMERIZATION: WILL NOT OCCUR

CONDITIONS TO AVOID: NOT APPLICARLE

SECTION VII SFPILL, LEAK AND DISPQOSAL PROCEDURESY

STEFS TO EBE TAKENM IN CASE MATERIAL IS5 RELEASED OR SPILLED: SWEEF UP MATERIAL
TO COLLECT aND CONTAIN FOR SalvaGE OR DISPOSAL.

WASTE DISFOSAL METHOD: DOW CORNING SUGGESTS THAT ALL LOCAL,STATE AND FEDERAL

REGULATIONS CONCERNING HEALTH AND FOLLUTION RE REVIEWED TO DETERMINE AFFROVED

DISFOSAL PROCEDURES. CONTACT DOW CORNING IF THERE ARE ANY DISFOSAL QUESTIONS
D.O.T.(49 CFR 171.8)/E.P.A. (40 CFR 117)IPILL REFORTING INFORMATION

HAZARDOLS SUBSTANCE: NONE FE: NOT AFFLICABLE

CONCENTRATION OF HAZARDOUS SURSTANCE: NOT APFLICABLE

REFORTABLE GUANTITY OF PRODUCT: NOT aAPPLICARLE

(R) INDICATES REGISTERED OR TRADEMARK NAME OF DOW CORNING CORFORATION
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- DOW CORNING CORPORATION
S MATERTAL SAFETY DaTa SHEET

NAME OR NUMBER: MOLYKOTE(R) Z FOWDER
SECTION VIII SPECIAL PROTECTION INFORMATION

RESFIRATORY PROTECTION (SFECIFY TYFE): NONE SHOULD BE NEEDED.

VENTILATION
LOCAL EXHAUST: NECESSaRY FOR KEEFPING aREs CLEAN.
SFECIAL : MNONE KNOWN TO DOW CORNING.
MECHANICAL (GENERAL): RECOMMENDED.
OTHER: NONE KNOWN TO DOW CORNING.

FROTECTIVE GLOVES: NONE SHOULD RBE NEEDED.

EYE PROTECTION: FROFER EYE FROTECTION SHOULD BE WORN IN ANY TYFE OF INDUSTRIAL
OFERATION.

OTHER PROTECTIVE EQUIPMENT: AS REQUIRED BY YOUR COMFANY.
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SECTION IX SPECIAL PRECAUTIONS
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FRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: USE REASONABLE CARE.

OTHER PRECAUTIONS: FRODUCT GETS IN FORES OF SKIMN. STRONG SOAF OR MﬁSH
BRUSH MAY IRRITATE SKIN WHEN TRYING TO REMOVE MOLYKOTE(R) Z FOWDER.

NOTE : NONE

THIS DATA IS OFFERED IN GOODD FAITH AS TYFICAL VALUES AND NOT AZ & FRODUCT
SFECIFICATION. NO WARRANTY, EITHER EXFRESS OR IMPLIED, IS HERERY MADE. THE
RECOMMENDED INDUSTRIAL HYGIEME AND SAFE HANDLING PROCEDURES ARE BELIEVED TO
BE GENERALLY APFLICABLE. HOWEVER, EACH USER SHOULD REVIEW THESE RECOMMENDATIONS
IN THE SFECIFIC CONTEXT OF THE INTENDED USE AND DETERMINE WHETHER THEY ARE
AFPROFRIATE. |

FREFARED RY: NONE
LAST REVISED: JaNUARY 04, 1781
DATE - LJULY 08, 1985 FREVIQUS REVISION DATE: JaNuUaRY 02, 1931

(R) INDICATES REGISTERED OR TRADEMARK NAME OF DOW CORNING CORFORATION
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